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CURVING 
 
 
 
 
 

Once the water is removed from the roof it is then the function of the rainwater 
goods to get it to ground level. By utilizing Calder Stewart Roofing’s product 
range this can be done using components that are both functional and 
pleasing to the eye.  
Please note The over-flow shall be 25mm below the sole of the gutter (COP 
8.6.2)  
 

RAINWATER HEADS 
 
Standard Rain Water Head RWH #1(all measurements inside) 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
Standard Rain Water Head RWH #2 (all measurements inside) 

 
 

 
 
      
 
 
 
 
 
 
 

 
Standard Rain Water Head RWH #3 (all measurements inside) 
   
 

 
 
 
 
 
 
 
 
  

SIZE W H D 

250 250 350 170 

350 350 400 180 

450 450 450 190 

600 600 500 200 

SIZE W H D 

250 250 250 175 

350 350 300 200 

450 450 350 225 

600 600 400 250 

SIZE W H D 

250 250 250 175 

350 350 300 200 

450 450 350 225 

600 600 400 250 
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Standard Rain Water Head RWH #4 (all measurements inside) 
 
 

 
 
 
 
 
 
 
 
 

 
 
Standard Rain Water Head RWH ‘Ned Kelly’ (all measurements inside) 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
Standard Rain Water Head RWH ‘Cone’ (all measurements inside) 
 
 
  
 
 
 
 
 
 
 
 
 

 

Rainwater Heads can be custom made in a variety of materials including:  

·  Prepainted Steel 
·  Zincalume® Coated Steel  
·  Copper  
·  Zinc  
·  Stainless Steel  
·  Aluminium  

SIZE W H D 

250 250 250 175 

350 350 300 200 

450 450 350 225 

600 600 400 250 

SIZE W H D 

250 250 350 125 

350 350 450 175 

450 450 600 225 

600 600 800 300 

SIZE W H D 

250 250 350 125 

350 350 450 175 

450 450 600 225 

600 600 800 300 
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DIMENSION DESCRIPTION MEASUREMENT 

(mm) 
W Rainhead body width at top  
D Rainhead body depth at top  
H Rainhead body height at back  
B Top lip side overhang  
C Top lip front overhang  
E Top lip height  
F Overflow position - vertical  
G Overflow position - horizontal  
X Drop position - front  
Y Drop position - from back  

 

 
Over-flow Size - all mm w = x h = x l  
 

Calder Stewart Roofing recommends the use of rectangular overflows 
 
Drop Size - mm Diameter (d)  
 
Note Overflow & drop sizes to be in accordance with NZBC E1/AS1 4.2.1 & 5.5.1                           
 
 

This sheet to accompany actual order  which outlines shape, mater ials and 
quantity of rainwater  heads. 
 

Note the minimum distance between the sole of the gutter and the 
bottom of the over-flow outlet is 25mm 
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DOWNPIPES 
 
Calder Stewart Roofing can supply downpipes in the following sizes (other 
sizes available on request): 
 
Round downpipes  

 
100mm,75mm (standard) 65mm and 50mm, all materials, 2.4m maximum 
length.  
150mm Zincalume®, Galvanised and Coloured Steel, 1.2m maximum length.  
150mm Zinc, Copper and Stainless Steel, 2.4m maximum length. 
 

Rectangular downpipes  

 

80mm and 55mm (standard) and 100mm x 100mm  

All sizes and materials are available in 3.8m maximum lengths 

Downpipes are available in the following materials:  
   

·  Copper  
·  Coloured Steel  
·  Stainless Steel  
·  Zincalume® Coated Steel  
·  Galvanised Steel  
·  Zinc  

Accessories include:  
   

·  Droppers from spouting  
·  Bends and offsets  
·  Downpipe brackets  
·  Downpipe spreaders 
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BRACKETS 

 

DB1 80 x 55mm   
Rectangular Downpipe Bracket * 

 

 

 DB2 65mm  
Round Downpipe Bracket 

 

 

  

DB3 75mm  
Round Downpipe Bracket 

 

 

 DB4 100mm  
Round Downpipe Bracket  

 
 
 
 
 
 

DB5 150mm  
Round Downpipe Bracket 

 

 

 

All brackets are available made in Brass, Copper, Stainless Steel and 
Zincalume® Steel.  

All brackets and straps are 50mm wide, Straps are the same material as the 
downpipe.  

Standard brackets stand off 20mm from wall. Custom sized stand offs are 
available.  

DB1 - Other sizes of Rectangular downpipes are available, e.g. 100mm x 
100mm  
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Compatible Materials   

Compatible Brackets 
for 

DB1, DB2 and DB3 DB4 and DB5 

Copper Downpipes 0.95mm Copper 
Bracket 

1.5mm Brass Bracket 

Zinc Downpipes 0.9mm Stainless Steel 
Bracket 

0.9mm Stainless 
Steel 

Coloured Steel 
Downpipes 

0.9mm Stainless Steel 
Bracket 

0.9mm Zincalume® 
Bracket 

Zincalume® Steel 
Downpipes 

0.9mm Zincalume® 
Bracket 

0.9mm Zincalume® 
Bracket 

Galvanised Steel 
Downpipes 

0.9mm Zincalume® 
Bracket 

0.9mm Zincalume® 
Bracket 

Stainless Steel 
Downpipes 

0.9mm Stainless Steel 
Bracket 

0.9mm Stainless 
Steel 

  

 
DB6 Holder Batt   
Downpipe Bracket 
Holder Batt downpipe brackets are available in Brass and 
Galvanised Steel.  

When specifying Holder Batts, Calder Stewart 
recommend the following sizes:  

   

·  for copper downpipes use the same size Holder Batt as the downpipe  
·  for pre-painted downpipes use a Holder Batt which is 10mm smaller 

than the downpipe  
·  A similar Holder Batt downpipe is also available in Stainless Steel. 

 
 
Downpipe Spreaders  Downpipe Spreaders are 
normally the same style and size as the downpipe. 
Please specify when ordering.   
Standard length is 600mm with 5/20mm holes along 
the bottom 
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Downpipe Bends and Offsets  
 

 
Downpipe Bend 

Calder Stewart Roofing can supply 
downpipes in the following sizes:  

   

·  65mm  
·  75mm  
·  100mm  
·  150mm  
·  80mm x 55mm Rectangular  

Other sizes  available on request.  
Standard bends are 105°.   
When ordering, please state the 
following:  
BENDS  

   

·  length A  
·  length B  

OFFSETS  
   

·  length X  
·  length Y  
·  offset distance excluding 

bracket stand off distance 
DB1-5 20mm standard DB6 
30mm minimum. Refer to 
information at the top of this 
document.  

 
Downpipe Offset 

 
 

 
Sales Freephone 
0800 776 884 

Free Fax order line 
0800 273 766

 
 

 
 

Branch Address 
 
Auckland  
9 Neil Park Drive 
East Tamaki  
Phone (09) 271 0681  
Fax (09) 271 0682 
 
 
Christchurch  
127 Wrights Road  
Phone (03) 338 0013  
Fax (03) 338 0791 

 
 
Dunedin 
26 Fox Street  
Phone (03) 479 0658 
Fax (03) 455 4196 
 
 
Invercargill  
120 Bond Street  
Phone (03) 214 5544  
Fax (03) 214 5577 

 
 
Cromwell  
1 McNulty Road  
Phone (03) 445 3303  
Fax (03) 445 3304 
 
 
Queenstown  
PO Box 437 
Phone (03) 442 2202  
Fax (03) 442 2204  
 

 
 
Wanaka 
5 Connell Terrace  
Phone (03) 417 7245  
Fax (03) 417 7283 
 

 

 


